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注料配件 / INJECTION FITTINGS

https://www.xiputechyd.com

注脂阀
Grease Fitting

示意图

可选防尘罩
可增橡胶，金属，石墨填料密封
弹簧可选材质：Inconel625，718，750

钢球可选材质：316L，Monel,Inconel625

根据客户需求定制

碳炭钢A105或LF2
不锈钢316(L),304(L)
双相F51和超级双相F53,F55
其他特殊合金

应用于不超过20000PSI的油田井口装置和采油树，海上采油钻井平台等油脂辅助密封装置，
此系列产品按照美国石油协会API-6A标准设计制造。

Applicable to oilfield wellhead devices and Christmas trees with a pressure not exceeding 20,000 PSI, 
offshore oil drilling platforms and other grease-assisted sealing devices.
This series of products is designed and manufactured in accordance with the American Petroleum 
Institute API-6A standard.

注料配件/Injection Fittings

可选材质 Available materials:

制作
With or without vent cup
With or without o-ring
Short or long pattern
According to costumer drawing
Ball STD in stainless steel 316 or on request in monel, inconel 625
Spring STD in stainless steel 316 or on request in inconel 718, 625
and 750

Carbon Steel A105 or LF2
Stainless Steel grade 316(L), 304(L)
Duplex F51 and superduplex F53, F55
Other special alloys

Production

实体图

VFIF015N0118 Autoclave(1 1/8-12UNF) 70 23 32
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